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BILL OF MATERIALS
GENERAL HARNESS CONSTRUCTION: SUPPLIER TO APPLY LABELS TO ALL CONNECTORS [TEmS | Wi cATALOG e ar
e LABEL WIRES EVERY 4" USING HOT STAMP OR INKJET DESIGNATED WITH J¥**x  px¥*xx QR "OTHER CONNECTOR 1 19205328 DT06-12SA-CO015 DEUTSCH  |GRAY, PLASTIC, A CODED, REDUCED SEALS, USES SIZE 16 SOCKETS, W12S WEDGELOCK, REDUCED SEAL SIZE, 192 2
MARKING WITH WIRE NUMBER AS INDICATED TAG AND INCLUDE THE NAME (EX. "P5201 LEFT WEDGELOCK
e TEST PER GS TEST PROCEDURE SPECIFIED IN THE AUDIT JOYSTICK™) 2 19205192 wias DEUTSCH  |FpR DT06-12S% PLUG, NORMAL SEAL RETENTION, 19205192 2
CHECKLIST IF WIRE TIES ARE REQUIRED, APPLY APPROXIMATELY 2" COMMON CONTACT SOCKET
e HARNESS TO FOLLOW GENERAL PRACTICES OF BEFORE TERMINATING CONNECTOR 3 19200028 | 0462-201-16141 DEUTSCH  |NICKEL-PLATED SIZE 16, 16-20 AWG, 13A MAX CURRENT, 19200028 12
IPC/WHMA~A—6208B ALL"CANH—x" AND "CANL—x" WIRES SHALL BE TWISTED + | 1200025 | osee-c0ortem | Deutscr |COMMON CONTACT SOCKET ”
« ALL WIRE IS TYPE TXL UNLESS OTHERWISE SPECIFIED PAIR, 0.67 TO 0.91 TWISTS PER INCH (REFERENCE SAE GOLD-PLATED SIZE 16, 16-20 AWG, 134 MAX CURRENT, 19200029 D
« APPLY SECONDARY LOCKS & SEALS WHERE APPLICABLE 11939-15) = | 1927195 | 1omo0sa1e0s | peurscy |PT06-125% BACKSHELL )
« CONNECTOR VIEWS ARE WIRE INSERTION SIDE UNLESS SPLICES MUST BE SOLDERED OR ULTRASONIC WELDED. 180 DEG BACKSHELL FOR MATING WITH ENHANCED KEY RECEPTACLES, SIZE 13 AND 17 NW TUBING
OTHERWISE NOTED OFFSET SPLICES TO AVOID THICKNESS BUILD-UP. 6 19200911 | FUI995202-001 | NORTHVIRE |"TUiSTED PAIR (1owam, XLPE, 155 DEG C, BARE COPPER DRAIN OUTSIDE SHIELD 2
WIRE BRAIDING TO BE APPLIED TO HARNESS UP TO 2
FROM BACK OF CONNECTORS 7 19200882 SE38P-TRO PANDUIT  |BRAIDED SLEEVING, EXPANDABLE, 0.38° BLACK PET 1
P20002 | P26021
LABEL CABLE WITH
"19227063 REV._" c
"03029369"’\\
156"
TO DRIVERS TO PASSENGER
TOOLBOX TOOLBOX
P20002 P26021
0462-201-16141 1 COM) P26021:1 (BK_16_TXL) 0462-201-16141 1 COM) P20002:1 (BK_16_TXL)
0462-201-1631 2 CAN-A L) P26021:2 (GN_ZO CABLE) CBL20021-GN 0462-201-1631 2 CAN-A L) P20002:2 (GN 20 CABLE) CBL20021-GN
0462-201-1631 3 ) (DRAIN_20) CBL20081-BARE 0462-201-1631 3 (DRAIN_. 203 CBL20081-BARE
0462-201-1631 4 CAN-F L) P26021:4 gGN _20 CABLE) CBL20081-GN 0462-201-1631 4 CAN-F L) P20002:4 gN 20, CABLE) CBL20081-GN
0462-201-16141 5 4—1- 103 P26021:5 (BU. XL 0462-201-16141 5 4-1-1 3 P20002:5 B
0462-201-16141 6 ESTOP: g P26021:7 EOG 18 _TXL) 0462-201-16141 6 ESTOP-| g P20002:7 (OR-| BK 18 _TXL)
0462-201-16141 7 ESTOP-P) P26021:6 (OR-BK_18_TXL) 0462-201-16141 7 ESTOP-D) P20002:6 (0G_18 TXL)
0462-201-16141 8 4—1-24) P26021:8 (BU_18_TXL 0462-201-16141 8 4—1-24) P20002:8 (BU_18_ Ag
0462-201-1631 9 CAN-F H) P26021:9 (YE_20_CABLE) CBL20081-YE 0462-201-1631 9 CAN-F H) P20002:9 (YE_20_CABLE) CBL20081-YE
0462-201-1631 10 ) (DRAIN_20) CBL20021-BARE 0462-201-1631 10 ) (DRAIN_20) CBL20021-BARE
0462-201-1631 1 CAN-A H) P26021:11 (YLZO CABLE) CBL20021-YE 0462-201-1631 1" CAN-A H) P20002:11 (YF_ZO CABLE) CBL20021-YE
0462-201-16141 12 1403) P26021:12 (RD_16_TXL) 0462-201-16141 12 1403) P20002:12 (RD_16_TXL)
RELEASED 12-21-2022
“E%S%%&B%ikﬁéiﬁﬁﬁw ” GLOBAL #
\WIRE LENGTH TOLERANCES THIRD -10-2020
SPEC.= IPC/WHMA-A-620B ANGLE PROJECT ENGINEER: 8
<ift +1in -0in PROJECTION BDELAAT R RE%Q\EO’,BIQlES &
> 1ft-5ft +2in -Oin TN [rwe e b
ft-10ft in -0i n
z?o&l-zsft :gllrr: O:rr1‘ ATERIAL: - REAR TOOLBOX AR
L INTERCONNECT HARNESS :
vore WSS e | ASSEMBLY DRAWING |
CONTACT ENGINEERING REGARDING ANY QUESTIONS, ir?\m i-ggo i-géo i -?035 'ALL TECHNICAL DATA ON THIS DRAWING IS | SHT SIZE_[ORAWING NUMBER REV ¥
CLARIFICATIONS, OR REQUESTED DEVIATIONS ANCUAR DIVENSIONS & L 0FG D SHAL T B SEDBY CTERS R D 19227063 B 5
ADDED WIRE 4-1-24 BDELAAT _ [1221-2022|  BDELAAT _ |12-21-2022 B REvovE BURRS DSLOSRE WFHOUT T VRATEN  [FRTGAEEE T 2
REVISION DESCRIPTION REVISED BY DATE | REVIEWEDBY | DATE ECO REV | MAX SURPACE ROUGHNESS 1257 QUSRI e 17000 NONEI_]. o 1 |E
8 I 7 I 6 4 3 I 2 1



AutoCAD SHX Text
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